Eyer, et al. 
50P4148 




Eyer, et al. 
50P4148 



2/5 



CO 





ULATOR 








DC 

lli y 


DEMOD 


► 

r 


VID 
DECC 


, . 






CC 
UJ 

ID 
I- 



5 TJ 



CC 




DC 






LU 




l 








LU 
I 






— 




Q_ 




Q 


Q 


r 


O 










■» — l 





lliiyi.waniinfl 



Eyer, et al. 
50P4148 



3/5 





i 



5 



i 



CM 




CO 


LU 




LU 


o 




o 


> 




> 


LU 




LU 


Q 




Q 


LU 




LU 


1 




_J 


CO 




CD 


CO 




CO 


CO 




CO 


LU 




LU 


O 




O 


O 




O 


< 
i 




< 


f— 




■ 

H 


UJ 




LU 






"Z. 


or 




GC 


LU 




LU 


INT 


r 

o 


INT 




CO 






1 



UJ 

o 
> 

LU 
Q 
UJ 

I 

CD 

CO 
CO 
UJ 

o 
o 
< 

LU 




Eyer, et al. 
50P4148 




Eyer, et al. 
50P4148 



5/5 



600 



Users of a plurality of Internet-accessible 

devices (IAD) desire to exchange all 
manner of personal information using a 
plurality of transmission methods. 



A user of an Internet-accessible device 
initiates data transfers using a telephony 
device to a plurality of users operating 
Internet-accessible devices. 



A second communications link is 
established between a transmit/receive 
device coupled to the telephony device 
and a plurality of transmit/receive 
devices coupled to the telephony 
devices of the plurality of users. 



Exchange of information and 
identification packets between the 
Internet-accessible device and the 
plurality of Internet-accessible 
devices occurs via a third 
communications link. 



A fourth communications link is 
established using the information 
packets between the Internet-accessible 
device and the plurality of 
Internet-accessible devices. 



A plurality of data packets containing 
all manner of personal information can 
be exchanged via the fourth 
communications link between the 
Internet-accessible device and the 
plurality of Internet-accessible devices. 



FIG. 5 




Current identification information is maintained 
by the plurality of Internet-accessible devices 
to allow the communications link to be 
continuously accessible. 



550 
VJ 



The transmit/receive 
device switches into 
an analog circuit of 
the first telephony 
device and can thereby 
send a synchronization 
sequence. 



570 



The plurality of telephony 
devices can detect the 
synchronization sequence 
and couple telephone 
signals to the plurality 

of transmit/receive 
devices coupled to the 
plurality of telephony 
devices. 



590 



If the first and second 
communication links are 
the same, the handsets 
of the telephony devices 
can be muted. 



